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INSTALLATION AND OPERATION
MANUAL FOR SHOWER JETTED TUB CABIN WITH STEAM
BOURGEOIS

w

o

Attention!

It is forbidden to use combined box with steam to people suffering from heart diseases to
hypertensives and to people in a state of alcoholic and drug intoxication.

Children up to the age of 14 are allowed to use combined box with steam under adult’s
supervision only.

Switch the power off when the product is not being used.

All the parameters indicated in the present manual are nominal.

The manufacturer reserves the right to make changes into the delivery set and characteristics
of the product that do not affect its performance characteristics without preliminary notice.
To avoid accidents the assembly and connection to the supply lines should be performed by
specialists having admission to such kind of works.

Electric power should be connected with grounding.

Installation drawing
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C.P. — output of electrical outlet

K — sewer pipe exit point

C1 — hot water supply water socket exit point
F; - coldwater supply water socket exit point



Delivery set:
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1. Bowl 1 pce
2. Fan 1 pce
3. Speaker 1 pce
4. Upper shower 1 pce
5. Fan and speaker plates 2 pce
6. Lamp 1 pce
7. Door rollers 8 pcs
8. Manual shower 1 pce
9. Shelf for shampoo 1 pce
10. Mixer 1 pce
1. Shower stand 1 pce
12. Remote controller (infrared) 1 pce
13. Back jets 3 pcs
14. Side jets 8 pcs
15. Control panel 1 pce
16. Temperature sensor 1 pce
17. Back wall 1 pce
18. Mirror 1 pce
19. Dismountable fitting panel for back jets 1 pce
20. Tray 1 pce

Note: additionally the product is supplied with shower hose, steam generator, electric unit, set of water supply
connectors, siphon (1 pce each)
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Glass set:
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1. Wall-mounted profile 2 pes.
2. Side fixing glass profile 2 pcs.
3. Side fixing glass sealer 2 pcs.
4. Door handle 2 set.
5. Fixing glass 2 pcs.
6. Fixing glass stopper 4 pes.
7. Waterproof sealer 4 pcs.
8. Door movement stopper 2 pcs.
9. Arched profile (upper/lower) 2 pcs.
10. Door magnet stripe 2 pcs.
1. Door water proof sealer 4 pcs.
12. Door glass 2 pcs.
13. Fixing glass stopper 2 pcs.
14. Wall-mounted profile stopper 2 pcs.




CABIN ASSEMBLY.
ATTENTION!

Installation of the combined box should be
performed by qualified personnel only, following the
instructions of present manual.

Upon unpacking check the availability of all parts.
Glass panels should be transported vertically.
During the assembly of other parts lean glass
panels vertically to the wall after the unpacking.

It's expressly prohibited to tap on the angles of the
glass panels.

1. Install shower cabin tray adjusting feet bolts so
that the tray is located horizontally. Tighten the fitting
(distance from the lower part of the tray to the floor
should comprise 10-20 mm).

5. Install front glass part of the shower cabin onto
the tray and align the holes for fittings with back
acrylic wall. Use fitting M4x16 for fitting tightening.

3. Assemble the glass set in the following sequence:

- connect guiding profiles and back profiles with the
help of fittings
- install fixing glasses
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2. Mount back wall onto the tray adjusting the holes
for fitting. Insert fittings (M 6x30) into the holes.

Do not tighten the fittings to provide the possibility
of adjustment of the back wall position during the
assembly of the cabin.

4. Install moving rollers onto the glass panels
(doors). Place guiding rollers into the guiding profile;
adjust the moving of the doors along the guide.
Install magnet sealer onto the doors, and sealers on
the unmoving glasses.

6. Install bowl on the cabin aligning holes for fitting.
Use bolts M6x30 for fitting of the bowl with cabinet
casing. With the help of the fitting M4x16 fasten the
bowl with the front part of the cabinet, then adjust
every part of the cabinet and tighten the fitting
uptight.




7. With the help of the fitting set and two-sided
Scotch tape place mirror into the niche at the acrylic
wall. For mirror installation holes should be drilled in
the niche.

8. All joints should be treated by a silicone sealer
(any silicone joint sealer that meets the standards
of ph-neutrality, colorlessness, antifungal action can
be used).

ATTENTION! After the assembly some
time should be given for the sealer to
harden. It is forbidden to use the product
during 24 hours after the finishing of the
installation works.

Scheme of connection to water supply
system.

Use flexible connection for connection
of the cabin to the water supply system
according to the scheme:

INSTRUCTIONS FOR USE

« To switch on cold, hot water move the handle of
the mixer upwards. To get hot water flow turn the
switch leftwards, to get cold water flow switch it
rightwards. The water will be mixing in the middle
position. Adjust the required (comfortable) water
temperature.

< Turn upper mixer handle to switch between the
modes: shower/upper nozzles/back massage.
Attention! For proper mixer operation cleaning filters
on the supply piperlines with the cleaning rate 100-
300 mk should be installed.
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SYSTEM CONNECTIONS OF THE STEAM CABIN
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Attention:

1. Do not open the distributor box
when the voltage is on.

2. Grounding should be performed
during the connection.

3. Voltage in the circuit 220V+10%.
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Cold Heat

Electric connection demonstration

Connect electric circuit according to the
labels on the attachment caps as shown at
the drawing.

Water supply connection demonstration

Install the connection according the labels
on the attachment caps as shown at the
drawing. Avoid water penetration during
installation of the sealing inside water supply
system connection and tighten the nut
strongly.

FUNCTIONS CONTROL
(for panel version 2009)

I. Switching on

Having connected the system to power supply touch

sensor display, it will be highlighted. Press button
and hold it during 15 seconds. The system

will be switched on. After that the required program

function can be set.

1l. Steam cabin function

(1) Press button \7/, to activate steam function.
To switch off steam function button

is to be pressed one more time.

(2) Press button
to set the steam temperature at the steam generator
outlet. The temperature can be set within limits from
20 to 60° C. Default temperature: 50° C.

(3) To set the timer press button

and set it within the limits from 1 to 60 min. Steam
function will be switched off after the end of the
preset time.

Note:

When steam function is switched on the following
signs can appear at the display:

(E1 ) — means lack of water. Steam function

will be switched off for 1 minute.
(E2 )@ — means absence of water
protection. The steam function will be switched off

for 30 seconds (E3) — the temperature is too high.
lll. Lighting.

Press button<(> — the lights will he on, to
switch off the lights press button @ one more
time .

Press button@, lamp 1 will be switched

on, press button@, lamp 2 will be switched on,
press button@, lamp 1 will be out, press button

, one more time, lamp 2 will be out.

IV. Radio

1. Press button , the frequency of the received
broadcasting station with varying index of musical
decibels from higher to lower will appear at the
display (frequency range will change together with
the music).

2. Automatic search of the broadcasting station can
be performed by pressing buttons

being guided by the twinkling dots at the display
manual tuning can be performed. By pressing and
holding of button for 2 seconds, the frequency will
be rising until next station is found. If you are in the
zone of the weak receiving environment or within the
zone of the weak radio signal manual tuning of radio
stations is recommended. Once radio station is
chosen press button@ , (ch—) will appear on the
display in English. After that press tuning button one
more time to save the chosen station at the memory,
the display will show (ch1- ch10), that notion will
mean the chosen station. If radio signal is not

good enough unfold an antenna and choose more
successful location for better receipt.

3. To listen to the broadcasting stations

saved in the memory press@ + ([0-9]) to choose

the required station that will be indicated at the

1"
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display by the numbers from 1 to 10 accordingly.
Consequently the required station from the saved
ones in the system memory will be chosen.

4. Sound tuning

Press buttons or , to set the desired
sound level, it will be indicated at the display in
decibel.

5. Playing of CD

Connect the wire of the CD player to the socket
at the main panel block. Press button , to choose
the program of CD playing, after that by means of
buttons set the desired sound level.

5. Playing of CD

Connect the wire of the CD player to the socket at
the main panel block. Press button , to choose
the program of CD playing,

after that by means of buttons set the

desired sound level.

V. Switching off

Press button @ , to stop the operation of all
functions the display will show <OFF>. In 1 minute
open the discharge valve (outflow valve) of the
steam generator for water discharge (duration of the
discharge is 2 minutes). The display will be out after
that and the system will come to standby mode. If
the using of the cabin is not planned during a long
period of time it is recommended to switch it off from

the power supply.

FUNCTIONS CONTROL
(for panel version 2010)

I. Switching on

1. Standby mode

The system is in a standby mode after its connection
to the power supply.

2. Switching on

When systems is in a standby mode press

@ button and hold it within two seconds before
system starts to operate, the light is switched

on during the start. After the startup the system
functions during 60 minutes and then it is switched

off automatically.

Il. Steam bath feature (STEAM)

To switch on/off STEAM feature press button

<é§> on the control panel when the cabin is
switched on. The system is programmed to operate

during 45 minutes with the temperature 45 degrees.

To change the abovementioned parameters
press button on the control panel when the
steam bath feature is switched on. The chosen
function (tuning of the temperature or time of
operation) appears at the display. To change the

chosen function press button @ one more time.

lll. Lighting feature (LIGHT)
To switch on/off LIGHT feature on the upper
panel of the cabin press button@ on the control

panel when the cabin is switched on.

IV. Ventilation feature (FAN)

To switch on/off FAN function press button@on
the control panel when the cabin is switched on.
When ventilation is activated a ventilation sign will

appear at the same time.

V. Radio feature(RADIO)

To switch on/off RADIO feature press button

@ on the control panel when the cabin is
switched on. When the radio will be activated a
radiowave frequency will appear at the display. For
tuning of radiowaves or volume press button
at the control panel when the cabin is switched on.
The chosen function (radiowaves or volume tuning)

is being shown at the display. To change the

chosen function press button one more time.
With the help of TUNING buttons tune the required
parameters of the frequency and volume. With the
help of the button @ the chosen frequency can

be saved in the memory.

VI. Switching off/Blocking

The system is switched off by pressing
button@ at the control panel or automatically
after the end of its operation (60 minutes). Also of
the system is switched on but there is no activation
of various functions — BLOCKING is switched on
automatically. In this case a LOCK icon appears at
the display. To unblock the system (to activate the
functions) — press and hold button@ within 2
seconds, the system will be unblocked.

VII. Tuning of the parameters feature (TUNING)
For tuning of the required parameters use

buttons@@ on the control panel when the

cabin is switched on.

SAFETY PRECAUTIONS

1. Installation should be performed by qualified
specialist. Special cover strip preventing leakage is
to be installed at the place having free access.

2. During installation the system should be fixed
steadily at the surface. If that is not performed a
warranty is lost.

3. Steam generator should be installed vertically and
fixed safely. Steam output should not be closed. It is
not allowed to block an outlet valve and install some
additional parts on it.

4. The system should be switched off from the
power supply if it is not used for a long period of
time or being at the standby mode for a long time.
5. All the measures for prevention of the cabin
operation cycle startup during installation should be
taken, as it may lead to the wrong functioning of the

system or accidents.

TECHNICAL MAINTENANCE AND
PERMANENT REPAIR

1. If in case of defects a problem cannot be

solved by the means indicated in this manual it is
necessary to call a specialist is repairs of such kind
of equipment or a supplier.

2. The system should be switched off from the

13
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power if it is not used for a long period of time or
being at the standby mode for a long time.

3. Itis recommended to clean steam generator

from suppression and contamination once in three
months especially at the regions with the hard water.
4. It is recommended to clean the steam generator
by the following means: dilute 5-10 g of citric acid in
1.4 liters of the warm water, disconnect outflow hose
of the steam generator and pour in the received
water solution, then reconnect the hose again. In

60 minutes switch the system on (start a cycle) and
leave it at the warming mode during 30 minutes,

then drain the water.

MANUFACTURER RESERVES THE RIGHT
TO MAKE TECHNICAL CHANGES

MAINTENANCE OF THE TUB DURING
OPERATION

1. For everyday cleaning and maintenance of

the jetted tub usually liquid ph-neutral synthetic
detergent (or soap solution) and soft cloth are used.
It is prohibited to use abrasive synthetic detergents
or detergents with acetone or ammonia. If the
surface of the tub has got hardly washable traces
from glue and Scotch tape they can be washed

off with the soft cloth moistened with the smallest
quantity of gasoline.

2. | case of scratches on the tub surface they should
be roughed up by the fine sandpaper type 1500#
moistened with water, and to polish it by the soft
cloth up to the original shine.

3. In case tub surface has water scale, clean it with
the soft cloth moistened by the warmed lemon or
vinegar solution.

4. It is not recommended to rub chrome-plated parts
often and to clean it with the chemicals containing
organic solvents. Attention: acid-based “silicone”
can also damage galvanized surface.

5. During cleaning of tub surface and equipment it

is not recommended to use instruments with rough

surface and abrasive or acid-based agents.

6. It is not recommended for tub surface to get in
contact with blunt or sharpened tools and other
objects with sharp or cutting surface. Do not

put burning cigarettes and other objects having
temperature more than 100°C on the tub surface.

7. Check regularly the consistency of electrical
wires, switches and contacts if they are damaged
by animals (rodents) and insects. Or for other
unforeseen defects.

8. Check regularly the consistency of water feed and
discharge hoses and their connections, and also
sewage pipes to provide smooth water discharge.
9. In case the product is not used for a long time it
should be kept clean and dry and premises should
be kept ventilated (dry). Switch off power units and
water supply units.

Main technical parameters:

1. Electric interval for modifier: AC240/60Hz

2. Preset temperature at the steam generator outlet:
20-60°C.

3. Preset time interval: 1-50 minutes.

4. Permissible temperature check: more or less of
3°C.

5. Leakage perception time: less than 100 m/s

6. Sensitiveness of leakage: less than 30 mA

7. Radio channels switching frequency: 87.5 — 108.0
MHz

8. Sensitiveness of radio channels switching: < 15

uVv/im

Characteristics of the connected devices:
1. Steam generator: input current: alternate current
240/60 Hz, power 3300 W, water level sensor,
closed heat protective switcher (produces and
blocks the heat).

2. Electromagnetic horn switch: direct current 12V
13W

3. Ventilation air funnel: alternate current12V/ 3W

4. Upper lamp: direct current 12V /20W

5. Speaker: 8Q/ 10W

Troubleshooting:

Fault

Possible reason

Remedial procedure

Does not switch on

1. Voltage leakage protection unit
does not switch on.Power cable
connected to the distribution box
incorrectly

1. Ensure that unit indicator is
on.Connect power cable correctly

Light does not switch on

1. Safety device is out of orderLight
lamp is out of order

1. Replace safety device to an
analogue oneReplace lamp

Steam generator does not switch
on

1. No water in steam
generatorSteam generator timer is
not switched on

1. Check water connection to the
steam generatorReset the timer

Bad radio reception

1. Antenna is not installed.
Broadcasting frequency is not
adjustedCabin is out of the radio
signal coverage area

1. Reinstall the antenna
correctlyTune radio frequency

Speaker is not working

1. Sound level is too low.Speaker is
not connected.Speaker is broken.

1. Increase volume level.Connect
speaker.Replace the speaker.

Fan is not working

1. Fan is installed or connected
incorrectly (polarity).Fan is
damaged.

1. Connect the fan correctly.
Replace the fan.

Malfunctions with nozzle control

1. Water supply valve is not
switched on.Electromagnetic valve
control cable is not connected.

1. Switch on water supply
valve.Connect the cable of
electromagnetic valve or replace
electromagnetic valve in case it is
out of order.

Remote controller does not work
(only for models of 2009)

1. Batteries are out of order.
Controller or infrared receiver is
damaged

1. Replace batteries.Replace the
controller or infrared receiver

No information is shown at the
digital display

1. Power is connected incorrectly.
Display is damaged.

1. Connect power following
instructions.Replace display.

Safety device is activated

1. Short circuit at the steam
generator.Thermostat in steam
generator is damaged

1. Check steam generator for
voltage leak.Replace thermostat.

Parameters:

Voltage in the circuit 220V
Frequency 50Hz

Steam generator 3000W
Upper light AC 12V

Fan, speakers <100W
Current 13,5A

Tolerance for deviation from the actual size of acrylic

Water supply parameters:
Pressure at the network from 1Atm. to 4Atm.
Productivity 8-10 I/min.

Note:

All parameters indicated in this manual have formal

meaning.

details towards shown at the drawing, - +5mm per changes.

1m.

The manufacturer reserves the right for technical
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Achtung!

Es ist verboten, die Dampfduschkabine bei Herzerkranungen, Hypertonie

oder bei Betrunkenheit bzw. Dréhnung zu benutzen.

Kinder bis 14 Jahre dirfen die Dampfduschkabine nur unter Aufsicht

von Erwachsenen benutzen.

Bitte schalten Sie Strom aus wenn das Produkt aufer Betrieb ist.

Alle Angaben in dieser Anleitung sind Nennwerte.

Der Hersteller behalt sich das Recht vor, ohne vorherige Benachrichtigung die Komplettierung
und Kennziffern des Produktes zu andern, wenn diese das Betriebsverhalten nicht bewirken.
Zur Vermeidung von Unféllen miissen die Montage und der Anschluss an die
Versorgungsleitungen von Spezialisten durchgefiihrt werden, die Zulassung

zu entsprechenden Arbeiten haben.

Die Stromversorgung muss geerdet sein.

Montagezeichnung:

NI

P

2200

900

1

150

C.P. — Anschluss Elektrosteckdose

K — Austritt Abwasserrohr

C, — Austritt Warmwasser-Steckdose
F, — Austritt Kaltwasser-Steckdose
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Komplettierung:

N
@ AN 9
18 @
AN 10

C O /

o O H

o O

o O

14 A 12 "
O
O
13S0 @ﬁ 12

1. Kuppel 1 St.
2. Ventilator 18t
3. Lautsprecher 1St
4. Kopfbrause 1St
5. Belage fiir Ventilator und Lautsprecher 2 St
6. Leuchte 18t
7. Tirrollen 8 St.
8. Handbrause 18t
9. Shampooregal 1St
10. Mischbatterie 1 St
1. Duschstande 1 St.
12. Schaltpult (IR) 18t
13. Riickendiisen 3 St.
14. Seitendiisen 8 St.
15. Schaltpult 1 St.
16. Temperaturfiihler 1St
17. Rickenwand 1 St
18. Spiegel 1 St.
19. Abnehmbare Montageplatte fiir Riickendiisen 1 St.
20. Palette 18t

Note: additionally the product is supplied with shower hose, steam generator, electric unit, set of water supply

connectors, siphon (1 pce each)
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Glaser Komplettierung:
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1. Wandprofile 2 St.
2. Profil des feststehenden Seitenglases 2 St.
3. Dichtung des feststehenden Seitenglases 2 St.
4. Tlrgriff 2 Satze
5. Feststehendes Glas 2 st
6. Verschluss des feststehenden Glases 4 st.
7. Wasserfeste Dichtung 4 St.
8. Laufbegrenzer Tur 2 St.
9. Bogenférmiges Profil (oben/unten) 2 St.
10. Magnetband Tir 2 St.
1. Wasserfeste Dichtung Tir 4 St.
12. Feststehendes Glas 2 st
13. Verschluss des feststehenden Glases 2 St.
14. Stopfen des Wandprofiles 2 St

19
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MONTAGE DER KABINE
ACHTUNG!

Die Montage der Duschkabine muss ausschlieflich
von dem qualifizierten Personal mit Beachtung von
Hinweisen dieser Anleitung durchgefiihrt werden.
Nach dem Auspacken priifen Sie bitte Teile auf
Vollstandigkeit. Die Glasplatte miissen senkrecht
transportiert werden. Nach dem Auspacken lehnen
Sie die Platten senkrecht an der Wand wahrend die
anderen Teile montiert werden. Es ist ausdriicklich
verboten, auf die Glasplattenecken zu klopfen.

1. Montieren Sie die Palette der Duschkabine,
beachten Sie, dass die Bolzen der FiiRe so reguliert
werden missen, dass die Palette senkrecht steht.
Ziehen Sie die Befestigung fest (der Abstand
zwischen dem unteren Rand der Palette und dem
FuRboden muss 10 bis 20 mm betragen).

5. Setzen Sie den vorderen Teil der Duschkabine
auf die Palette und fallen Sie die Offnungen fiir die
Befestigung und die Acrylriickenwand zusammen.
Verwenden Sie die Befestigung M4x16 zur
Fixierung.

3. Montieren Sie den Glassatz in folgender
Reihenfolge:

- verbinden Sie die Fihrungsprofile und die
Seitenprofile mit der Befestigung

- stellen Sie die feststehenden Glaser ein
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2. Stellen Sie die Riickenwand auf die Palette

ein, die Offnungen fiir Befestigung miissen dabei
zusammenfallen. Setzen Sie die Befestigung (M
6x30) in die Offnungen. Ziehen Sie die Befestigung
nicht fest, so kénnen Sie die Rickenwand wahrend
der Kabinenmontage regulieren.

4. Installieren Sie die beweglichen Rollen an die
beweglichen Glasplatten (Ture). Installieren Sie die
Fihrungsrollen in das Fiihrungsprofil, regulieren Sie
den Turlauf auf Fihrungslinie. Montieren Sie die
Magnetdichtung an die Tir und die Dichtungen an
die feststehende Glaser.

6. Stellen Sie die Kuppel der Duschkabine, fallen
Sie die Offnungen fiir die Befestigung zusammen.
Verwenden Sie Bolzen M6x30 zur Befestigung der
Kuppel mit dem Kabinengestell. Befestigen Sie
die Kuppel und den vorderen Teil der Kabine mit
der Befestigung M4x16, anschlieBend regulieren
Sie jeden Teil der Kabine und ziehen Sie die
Befestigung zu.
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7. Fixieren Sie den Spiegel in die Nische in der Anschluss Wasserversorgung

Acrylwand mit dem Befestigungsset und dem
beidseitigen Klebeband. Zur Montage des Spiegels
brauchen Sie Offnungen in der Nische zu bohren.

8. Die StoRe und die Verbindungen dichten

Sie mit der essigfreien Dichtung (Es kann jede
Silikondichtung der entsprechenden ph-Neutralitat,
Farbfreicheit und Schimmelschutzes verwendet
werden.)

ACHTUNG! Nach der Montage ist
braucht die Dichtung Zeit zum
Abhirten. Benutzung des Produktes
ist innerhalb von 24 Stunden nach den
Montagearbeiten verboten.

Verwenden Sie die flexiblen
Anschliisse zum Anschluss der Kabine
an die Wasserversorgung gemaR
Anschlussplan:

BETRIEBSANLEITUNG

« Zum Kalt-/Warmwassereinschalten ziehen

Sie den Mischbatteriehebel nach oben. Fiir
Warmwasserstrom den Hebel nach links drehen,
fiir Kaltwasserstrom - nach rechts. Wenn der Hebel
im mittleren Stand ist, mischen sich das kalte und
das warme Wasser. Regulieren Sie die gewiinschte
(angenehme) Wassertemperatur.

« Drehen Sie den oberen Mischbatteriehebel, um
zwischen Dusche / obere Disen / Riickenmassage
zu wahlen.

Achtung! Zum richtigen Funktionieren
des Systems ist die Einstellung von
Filtern 100-300 p an den Zuleitungsrohren
erforderlich.
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ANSCHLURE DER DAMPFKABINE

MAIN CONTROL BOX

1. Offnen Sie nicht den
Verteilerkasten, wenn die
Spannung angeschlossen ist.
2. Die Stromversorgung muss
geerdet sein.

3. Netzspannung 220V+10%.
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Cold Heat

Abbildung der Elektroverbindung

Verbinden Sie den Stromkreis gemaf
Ettiketten an den Steckern, wie auf dem Bild
gezeigt.

Abbildung Wasserversorgungsanschluss

Bitte gemaR Etiketten an den Steckern
anschlielen, wie auf dem Bild gezeigt.
Bei der Installierung des Dichtringes in
der Wasserleitung vermeiden Sie das
Wassereindringen und ziehen Sie

die Mutter fest.

FUNKTIONSTEUERUNG
(Schaltpult Version 2009)

I. Einschaltung

Nachdem Sie das System ans Stromnetz
angeschlossen haben, beriihren Sie den
Sensorbildschirm, und der Bildschirm leuchtet.

Driicken Sie die Taste und halten Sie

sie fiir 15 Sekunden. Das System schaltet ein.
Danach kann die gewiinschte Programmfunktion

vorgegeben werden.

Il. Dampfkabinenfunktion

(1) Driicken Sie , die Taste , um die

Dampffunktion zu aktivieren. Um die Dampffunktion

auszuschalten, brauchen Sie die Taste
noch einmal zu driicken.

(2) Driicken Sie die Taste um die
Dampftemperatur am Ausgang des Dampferzeugers
einzustellen. Die Temperatur kann von 20 bis 60° C
betragen. StandartmaRig eingestellte Temperatur:
50° C.

(3) Um den Timer einzustellen, driicken Sie die
Taste und stellen Sie den Timer von 1 bis 60
Min. Die Dampffunktion wird nach dem Ablauf der

eingestellten Zeit ausgeschaltet..

Hinweis:

Bei der eingeschalteten Dampffunktion kénnen
auf dem Bildschirm folgende Bezeichnungen
erscheinen:

(E1 ) — bedeutet: kein Wasser. Die

Dampffunktion wird fiir1 Minute ausgeschaltet

(E2) ‘3 C — bedeutet: kein Wasserschutz.

Dampffunktion wird fiir 30 Sekunden ausgeschaltet.
(E3) — Temperatur ist zu hoch.

lll. Beleuchtung.

Driicken Sie die Taste Q —und das Licht wird
eingeschaltet, um das Licht auszuschalten, driicken
Sie die Taste Q noch einmal.

Driicken Sie die Taste <Q> es leuchtet die Lampe
1, driicken Sie die Taste@, es leuchtet die
Lampe 2, driicken Sie die Taste @ Lampe 1 wird
ausgeschaltet, driicken Sie die Taste @ noch

einmal, Lampe 2 wird ausgeschaltet.

IV. Rundfunk

1. Driicken Sie die Taste , es erscheint

die Nutzsenderfrequenz mit den sich &ndernden
Db der Musik von oberen zu unteren Db-Werten
(Frequenzbereich andert sich mit der Musik).

2. Automatische Funkstationsuche kann mit den
Tasten @@ ; ; erfolgen; mit Hilfe von den
blinkenden Punkten auf em Bildschirm kann die
manuelle Einstellung durchgefiihrt werden. Wenn
die Taste flr 2 Sekunden gedriickt wird, steigert die
Frequenz bis die nachste Funkstation gefunden ist.
Wenn Sie sich in einer Umgebung mit behinderter
Signalaufnahme oder in der Zone des schwachen
Funksignals befinden, ist die manuelle Einstellung
empfohlen. Wenn Sie die Funkstation ausgewahlt
haben, driicken Sie die Taste@ , es erscheint
eine englische Meldung (ch—) auf dem Bildschirm.
AnschlieBend miissen Sie die Einstellungstaste

noch einmal driicken, um die ausgewahlte Station
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zu speichern, es erscheint die Meldung (ch1-ch10)
auf dem Bildschirm, die der gewahlten Station
entspricht. Wenn die Funksignale schwach
aufgenommen werden, drehen Sie die Antenne und
wahlen Sie eine passende Position zur besseren
Signalaufnahme.

3. Zum Héren der gespeicherten Funkstationen
driicken Sie @ + ([0-9]) um die gewlinschte
Station zu wahlen, die Stationen sind auf dem
Bildschirm mit Nummern 1 bis 10 bezeichnet. Auf
solche Weise konnen Sie die gewiinschte Station
von den gespeicherten Stationen auswéahlen.

4. Toneinstellung

Driicken Sie die Tasten oder , um die
gewlinschte Lautstarke einzustellen. Die Lautstarke
ist auf dem Bildschirm in Db gezeigt.

5. CD héren

Connect the wire of the CD player to the socket at

the main panel block. Press button , to choose

the program of CD playing, after that by means of

buttons set the desired sound level.

V. Ausschaltung

Driicken Sie die Taste O , um alle Funktionen zu
stoppen, auf dem Bildschirm erscheint die Meldung
<OFF>. Nach 1 Minute 6ffnen Sie den Auslaufventil
des Dampfmotors zum WasserablaR (Dauer: 2
Minuten). Der Bildschirm erldscht, und das System
wechselt zu Standby. Wenn die Kabine lange nicht
benutzt wird wird es empfohlen, sie vom Stromnetz

abzuschalten.

FUNKTIONSTEUERUNG
(Schaltpult Version 2010)

I. Einschaltung

1. Bereitschaftsbetrieb

Das System ist im Wartebetrieb nach dem
Anschluss an das Stromnetz.

2. Einschaltung

Wenn das System im Wartebetrieb ist, driicken Sie
die Taste @ und halten sie fiir zwei Sekunden
bis das System startet, beim Einschalten leuchtet
der Bildschirm. Nach dem Starten funktioniert das

System 60 Minuten und schaltet automatisch ab.

1l. Dampfbadfunktion (DAMPF)

Um die Funktion DAMPF ein-/ausschalten,
driicken Sie die Taste@ am Schaltpult bei der
eingeschalteten Kabine. Das System ist fiir die
Arbeit innerhalb 45 Minuten bei der Temperatur 45

Grad vorprogrammiert.

Um die o0.g. Werte zu &ndern, driicken Sie die
Taste am Schaltpult bei der eingeschalteten
Dampfbadfunktion. Die gewahlte Funktion
(Einstellung der Temperatur oder der Betriebszeit)
wird auf dem Bildschirm gezeigt. Um die gewahlte

Funktion zu &ndern, driicken Sie die Taste

noch einmal.

lll. Beleuchtungsfunktion (LICHT)
Um die Funktion LICHT ein-/ausschalten, driicken
Sie die Taste @ am Schaltpult bei der

eingeschalteten Kabine.

IV. Beliiftungsfunktion (VENTILATOR)
Um die Funktion VENTILATOR ein-/ausschalten,
driicken Sie die Taste am Schaltpult bei
der eingeschalteten Kabine. Wenn die Belliftung
aktiviert ist, erscheint gleichzeitig das blinkende

Beliiftungszeichen.

V. Rundfunkfunktion (RUNDFUNK)

Um die Funktion RUNDFUNK ein-/ausschalten,
driicken Sie die Taste @ am Schaltpult bei

der eingeschalteten Kabine. Wenn der Rundfunk
aktiviert ist, wird auf dem Bildschirm die Frequenz
gezeigt. Zum Einschalten von Frequenzen oder
der Lautstarke, driicken Sie die Taste am
Schaltpult bei der eingeschalteten Kabine. Die
gewahlte Funktion (Einstellung der Frequenz oder
der Lautstarke) wird auf dem Bildschirm gezeigt.
Um die gewahlte Funktion zu &ndern, driicken

Sie die Taste noch einmal. Mit der Taste
EINSTELLUNG stellen Sie die gewlinschten
Frequenzen und die Lautstarke ein. Mit der Taste
@ kann die gewahlte Frequenz gespeichert
werden.

SICHERHEITSMASSNAHMEN

1. Die Montage muss von qualifizierten Spezialisten
erfolgen. An der zuganglichen Stelle muss der
spezielle Belag zum Leckschutz installiert werden.

2. Bei der Montage muss das System an der Flache

VI. Ausschalten/Blockieren

Das System wird beim Druck der Taste @

am Schaltpult oder automatisch nach Ablauf der
Betriebszeit (60 Minuten) ausgeschaltet. Auch wenn
das System eingeschaltet ist, aber keine Funktionen
aktiviert werden, wird das System automatisch
blockiert (BLOCKIEREN). In diesem Fall erscheint
das Symbol des SCHLOSSES auf dem Bildschirm.
Zum Entblocken des Systems (Aktivierung der
Funktionen) — driicken Sie und halten die Taste
<C> fir 2 Sekunden, und das System wird
entblockt.

VII. PARAMETEREINSTELLUNG (EINSTELLUNG
Um die notwendigen Parameter einzustellen,
verwenden Sie die Tasten @@ am Schaltpult
bei der eingeschalteten Kabine.

standsicher fixiert werden. Bei Nichtbeachtung
dieser Bedingung Ubernehmen wir keine Garantie.
3. Der Dampfmotor muss senkrecht montiert und
sicher befestigt sein. Dampfaustritt darf nicht
abgesperrt sein. Der Dampfaustrittsventil darf nicht
blockiert sein und es dirfen keine zusatzlichen Teile
darauf installiert werden.

4. Man muss das System von Stromnetz
abschalten, wenn es langenicht benutzt wird oder in
Standby (Stand By mode) bleibt.

5. Wahrend der Einstellung der Parameter miissen
alle MaRBnahmen zum Vorbeugen des Startes des
Arbeitszykles der Kabine unternommen werden, da
es zum fehlerhaften Systembetrieb oder zu Unfallen
fiihren kann.

TECHNICAL MAINTENANCE AND
PERMANENT REPAIR

1. Wenn im Stérungsfall das Problem mit den

in dieser Anleitung aufgefiihrten Manahmen

nicht geldst werden kann , wenden Sie an den
Spezialisten fiir solche Gerate oder an den
Lieferanten.

2. Man muss das System von Stromnetz
abschalten, wenn es lange nicht benutzt wird oder in

Standby (Stand By mode) bleibt.
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3. Es wird Reinigung des Dampfmotors von
Ablagerungen und Verschmutzungen einmal pro
drei Monate empfohlen, besonders in den Regionen
mit hartem Wasser.

4. Es wird empfohlen, die Reinigung auf folgende
Weise durchzufiihren: 5-10 g Zitronensaure in

1.4 L Warmwasser l6sen, den Schlauch vom
Dampfaustritt des Dampferzeugers trennen und

die Lésung eingiefen, danach den Schlauch
wieder anschlieRen. Nach 60 Minuten das

System einschalten (Arbeitszyklus starten), im
Beheizungsbetrieb fiir 30 Minuten stehen lassen,
und das Wasser abschiitten.

TECHNISCHE ANDERUNGEN BLEIBEN
VORBEHALTEN

WARTUNG DER WANNE IM BETRIEB

1. Fir tagliche Reinigung und Pflege der
Wassermassagewanne wird normalerweise ein
ph-neutrales synthetisches Reinigungsmittel (bzw.
Seifenlésung) und ein weicher Lappen verwendet.
Keine synthetischen Reinigungsmittel mit
Schleifkorn-, Azeton- und Ammoniakgehalt diirfen
verwendet werden. Wenn es auf der Wannenflache
Kleber- oder Klebebandspuren gibt, die sich schwer
abwaschen lassen, kann man diese mit einem
weichen Lappen mit einem Tropfchen Benzin
wegwischen.

2. Wenn es Kratze auf der Wannenflache gibt,
mussen diese mit dem gewasserten kleinkérnigen
Flintpapier der Marke 1500# gereinigt, und mit dem
weichen Lappen bis zum Ausgangsglanz aufpoliert
werden.

3. Wenn es auf der Wannenflache Steinbelag gibt,
wischen Sie sie mit einem weichen Lappen ab, die
mit der aufgewarmten Lésung der Zitronensaft oder
Essig durchgenaft ist.

4. Verchromte Teile sind nicht oft zu wischen und es
ist kein Kontakt mit den organische Lésungsmittel
erhaltenen Chemikalien nicht erwiinscht. Achtung:
Das saurehaltende Silikon kann die die galvanisierte

Auflage verletzen.

5. Verwenden Sie keine Werkzeuge mit grober
Flache sowie abrasive und saurehaltende
Reinigungsmittel zur Reinigung der Wannenflache
und Armatur.

6. Kontakt der Wannenflache mit angespitzten
Werkzeugen und anderen Sachen mit Stich- und
Schneidefléache nicht empfohlen. Legen Sie keine
brennenden Zigaretten bzw. andere Sachen mit
Temperatur liber 100°C auf die Wannenflache.

7. Bitte prifen Sie regelmaBig die Stromleitungen,
Schalter und Kontakte auf Ganzheit, ob diese

von Tieren (Nagetieren) oder Insekten nicht
verletzt wurden. Priifen Sie diese auch auf andere
unabsehbare Stérungen.

8. Priifen Sie regelmaRig die Wasserversorgungs-
und AblaBschlduche und deren Verbindungsstellen,
sowie Abwasserrohr auf Ganzheit — zum
reibungslosen Wassertiberfall.

9. Bei langerem Stillstand muss das Produkt sauber
und trocken bleiben, der Raum muss entliftet
werden, damit er trocken ist. Schalten Sie die
Stromquellen und Wasservorkommen aus.
Hauptdaten:

1. Stromintervall fiir den Modifikator: AC 240/60 Hz
2. Voreingestellter Temperaturintervall am Ausgang
des Dampferzeugers: 20-60°C.

3. Voreingestellter Zeitabschnitt: 1-50 Minuten.

4. Zulassige Temperaturkontrolle: mehr oder
weniger 3°C.

5. Wahrnehmungszeit Leckverlust: weniger als
100 m/s

6. Sensibilitat Leckverlust: weniger als 30 mA

7. Intervall Funkkanale Umschaltung: 87.5 — 108.0
MHz

8. Sensibilitat Funkkanéle Umschaltung: < 15 uV/m

Eigenschaften von angeschlossenen
Geraten:

1. Dampferzeuger: Aufnahmestrom: Wechselstrom
240/60 Hz, Leistung 3300 W, Fihler Wasserniveau,

standig geschlossener Warmeschutzumschalter

(erzeugt Warme und sperrt es).

2. Elektromagnetischer trichterformiger Umschalter: Gleichstrom 12V /3W

3. Abluftventilator: Wechselstrom 12V/ 3W

4. Obere Lampe: Gleichstrom 12V /20W

5. Lautsprecher: 8Q/ 10W

Stérungsbeseitigung :

Stérung

Mégliche Ursache

Beseitigungsmethode

Kann nicht eingeschlatet
werden

1. Sicherungsblock gegen
Spannungverluste kann nicht
eingeschaltet werden

2. Kabel ist an den Verteilern nicht
richtig angeschlossen.

1. Stellen Sie sicher, dass die
Blockanzeige leuchtet.

2. SchlieRen Sie den
Stromversorgungskabel richtig an.

Das Licht leuchtet nicht

1. Sicherung ist abgeschmolzen
2. D